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Specifications as applicable 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

Safety and Mobility 
Certification by Military Test 
Center 

  

Trailer 

Stowage Components included 
with trailer 

  

Cargo Volume Stowage,  
For shelter and accessory 
components 
In cubic feet 

  

Physical Dimensions for trailer 
 
Height 
 
Width 
 
Length 
 
 

  

Recommended  Prime Mover Vehicle    

Empty GVW   

Tongue Weight    

Tire Type and Size   

Fuel Tank Capacity   

Generator  

Nominal Output in kW, Volts 
AC, Hertz, Phase 
 

  

Operating Environment 
 
 

  

Engine type  
 
 

  

Fuel Type 
 

  



Fuel Consumption  
(AC Compressor On) 
At 25% load 
At 50% Load 
At 75% Load 
at maximum output 
 

  

Noise in DB at 25 feet 
(AC Compressor On) 
At 25% load 
At 50% load 
At 75% Load 
At maximum rated load 

  

Heater 

Nominal Output in BTU’s   

Electric Requirement 
Volts/Amps 

  

Air Conditioning 

Maximum Cooling Capacity in 
BTU’s 
 

  

Maximum Heat Output 
Capacity in BTU’s 
 

  

Refrigerant Type   

CFM Air Flow 
 

  

Air Duct Diameter 
 

  

Power Requirements in kW, VAC, HZ, 
Phase 
 

  

Special/Additional Features:  

 
 


	62-GET35KW8OD
	62-GET35KW8OD

	Company Name: HDT Global
	Part Number or NSN: 62-GET35KW8OD – Mfg. No. 2002454 (NSN 8340-01-533-1697)
	Safety and Mobility Certification by Military Test Center: 
	TRAILER MOUNTED SUPPORT SYSTEM PRODUCT DATA SHEETSafety and Mobility Certification by Military Test Center: Yes- Available
	Stowage Components included with trailer: 
	Stowage Comments: 60A 50FTPwr Cable, Distro Box, Ducts , Ground Rod, Fire Exting
	Cargo Volume Stowage For shelter and accessory components In cubic feet: 
	Cargo Volume Comments: 89 Cubic FT
	Physical Dimensions for trailer Height Width Length: 
	Dimension Comments: Height - 75", Width - 86", Length -165"
	Recommended Prime Mover Vehicle: 
	prime Mover Comments: HMMWV
	Empty GVW: 
	GVW Comments: 3880 lbs
	Tongue Weight: 
	Tounge Weight Comments: 388 lbs
	Tire Type and Size: 
	Tire Type and Size Comments: Goodyear Wrangler MT 37x12.50R16.5LT, Load Range D
	Fuel Tank Capacity: 
	Fuel Capacity Comments: 55 Gallons
	Nominal Output in kW Volts AC Hertz Phase: 
	Output Comments: 35kW, 208VAC, 60Hz, 3-Phase
	Operating Environment: 
	Opperating Environment Comments: -25F to 131F
	Engine type: 
	Engine Type Comments: John Deere 3029T
	Fuel Type: 
	Fuel Type Comments: D1, D2, JP-5, JP8
	Fuel Consumption AC Compressor On At 25 load At 50 Load At 75 Load at maximum output: 
	Fuel Consumption Comments: 25%-1.25 gal/hr, 50%-1.9gal/hr, 75%-2.1gal/hr, 100%-2.8gal/hr
	Noise in DB at 25 feet AC Compressor On At 25 load At 50 load At 75 Load At maximum rated load: 
	Noise Comments: Less than 70dB with maximum rated load
	Nominal Output in BTUs: 
	BTU's: Heater - 46,000BTU
	Electric Requirement VoltsAmps: 
	Electrical Requirement Comments: 208v 45 amps
	Maximum Cooling Capacity in BTUs: 
	Cooling BTU Comments: 96,000BTU
	Maximum Heat Output Capacity in BTUs: 
	Heat BTU Comments: 46,000BTU
	Refrigerant Type: 
	Refridg Type: 407c
	CFM Air Flow: 
	Air Flow Comments: 3,200 CFM
	Air Duct Diameter: 
	Duct Diameter Comments: 12 in x 25 ft supply, 1 x 18 in x 25 ft return 
	Power Requirements in kW VAC HZ Phase: 
	Power Requirement Comments: 15kW, 208VAC, 60Hz, 3-Phase
	SpecialAdditional Features: Shelter Support Trailer, 35kW Load Share, 8-Ton ECU, w/Accessories, Olive Drab

Included in Price
1x 62-3002130-001 Power Distribution Cable 60amp, 50FT, NSN 6150-01-566-0281
1 x 62-2002386 Utility Distribution Box with Circuit Breakers and GFI protection
2 x Supply Ducts 25ft for air-conditioner, 1 x Return Duct 25FT, 
1 x Ground Rod Kit, 1 x Hammer, 1 x Fire Extinguisher

Turbocharged engine maintains power when at altitude
Fuel Filler (4”) Accessible with Trailer Fully Loaded with Cargo
Quick Connect Aux Fuel Fittings for External Fuel Source
Engine Fluids Ported to Frame for Ease of Maintenance
Automatic Shut-downs and Indicators for High Coolant Temperature,
Low Oil Pressure, Overspeed and Reverse Power
15-1/2” Minimum Ground Clearance
Automatic Load Banks Prevent Wet-Stacking


